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Thank you for choosing this De’Longhi kettle. To get the best results from your new kettle, read these instruc-
tions carefully and retain for future reference. This is the only way to ensure optimum results and maximum
safety.

Safety Warnings 
Please read these instructions before operating and retain for future reference.
• Ensure that your mains supply voltage is the same as that marked on the underside of your kettle.
• To protect against electrical hazards do not immerse the mains lead, plug power base or kettle in water or any other liq-

uid. Do not use in the bathroom or near any source of water. Do not use outdoors.
• Do not touch hot surfaces i.e. body or lid. Use handles or knobs.
• Do not remove the lid while the kettle is boiling.
• Take care when pouring - do not over-tilt the kettle as water may enter into the switch mechanism.
• Water can remain hot for a long time after boiling and can present a scald hazard. Keep the kettle and the mains lead

away from the edge of the work surface and out of the reach of children.
• Do not allow the mains lead to hang over the edge of the table or work surface.
• The appliance is not intended for use by persons (including children) with reduced physical, sensory or mental capabili-

ties, or lack of experience and knowledge, unless they have been given supervision or instruction concerning use of the
appliance by a person responsible for their safety.  Children should be supervised to ensure that they do not play with the
appliance.

• Remove the plug from the mains socket when not in use and before cleaning.  Allow the kettle to cool before cleaning.
• Remove the kettle from its power base before filling.
• Avoid contact with steam coming out of the spout when pouring, and out of the lid or spout when refilling.
• Caution: Do not operate the kettle on an inclined surface.
• Never move the kettle while it is in use.
• Do not use the kettle if you have wet hands.
• Keep the kettle, the power base, and the mains lead away from hotplates, hobs or burners.
• Do not use the kettle for any purpose other than heating water. 
• De’Longhi will not accept any liability if the appliance is subject to improper use, or failure to comply with these instruc-

tions
• Do not place any utensils into the kettle. The use of accessory attachments not recommended by the appliance manufac-

turer may result in fire, electric shock or personal injury.
• Never use the kettle without its lid.
• Position the kettle properly on the power base before switching on.
• Use the kettle only with the power base supplied (and vice versa).
• Do not operate this kettle if the mains lead or plug is damaged, if the kettle malfunctions, or has been damaged in any

manner. It must be returned to an authorised service agent for repair or replacement in order to avoid hazard.
• The power cable must not be replaced by the user as this requires the use of special tools. If the supply cord is damaged,

it must be replaced by the manufacturer, its service agent or similarly qualified persons in order to avoid a hazard.
• If the kettle is overfilled, boiling water may overflow.
• Materials and accessories coming into contact with food conform to EC regulation 1935/2004.
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Using for the first time
• Before use, check that the appliance has not been damaged during transport.
• Remove all packaging from the kettle and power base. 
• Remove any labels from the outer surfaces except the rating label.
• Remove the filter (fig. 1) and wash it with water  (fig. 2) (refer to page 5 “Removing the

scale filter”).
• Fill the kettle to the max level and boil.
• The boiled water should be discarded and the kettle rinsed out with cold water. This pro-

cedure should be carried out twice to remove any manufacturing dust, etc.
• After the kettle has been rinsed out, refit the filter (fig. 3). 

Using the kettle
With the specially designed power base and central connector, you can now set the kettle
on the base at any angle, from any position.

• Release cord from storage base and adjust length by winding around the base to give the
correct cord length to reach the plug socket to be used (fig. 4).

• Do not leave loose cord hanging over the edge of work surfaces.

Filling
• Remove the kettle from the base unit before filling.
• Remove the lid and fill the kettle to the desired level.

Do not fill with less than 0,3 litre of water (min level) to prevent the kettle running
dry while in use; misuse of this kind will shorten the life of the element.
Do not fill with more than 1,7 litres of water (max. level). 
If the kettle is overfilled, there is a risk that boiling water may overflow and
cause burns.

• To close the lid, push it onto the kettle body until it clicks firmly into place.
• The water level indicator enables you to see the quantity of water in the kettle. 

Switching on
• Plug the power base into the mains socket.
• Place the kettle on the power base.
• Press the ON/OFF switch down (fig.5) to switch the kettle on.
• The power-on indicator lights will illuminate. 
• The kettle will automatically switch off once the water is boiled (the ON/OFF switch will

click upwards and the lights will switch off ).
• To turn the kettle off before the water boils, you may move the ON/OFF switch up to the

OFF position, or simply lift the kettle from its base - it will switch off and the switch will return to the
OFF position automatically.

Pouring
• Remove the kettle from the power base and carefully pour out the water. Do not tilt the

kettle suddenly or pour water out at too sharp an angle.
• When you lift the kettle from the base, you may see moisture on the top surface of the

base. Condensation on the base is perfectly normal, and should not be a cause for alarm.

Safety devices
1) Automatic ON/OFF switch

Your kettle is fitted with an ON/OFF switch which automatically switches off once the water has boiled. If the kettle has
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just boiled, wait a minute or so before re-boiling the kettle. Do not attempt to hold the ON/OFF switch in the “on” posi-
tion or adjust the switch mechanism.

2) Safety cut-out
If the kettle is switched ON with too little or no water, it is protected against damage by a safety cut-out  device which
will switch off the power.
If this cut-out operates, disconnect the kettle from the mains supply and leave to cool down before refilling with cold
water (otherwise the element could be damaged). It will reset automatically when cooled down.

3) If the kettle is lifted from base while operating (ON), it will automatically switch off.

Cleaning and maintenance
Cleaning the kettle
• Allow the kettle to cool down fully and disconnect the appliance from the mains before cleaning.
• Do not immerse the kettle or base in water.
• Use a soft dampened cloth to wipe the outside of the kettle and dry with a soft, dry cloth.
• DO NOT use harsh scouring agents.
• Ensure that all electrical connectors and sockets are kept dry.

Scale
Scale is mainly calcium carbonate (chalk), a harmless, naturally occurring mineral found in most water supplies. “Hard”
water contains more of this mineral than “soft” water.
When the water is heated, the minerals in the water solidify, making the water appear cloudy.  These minerals form a thin
film on the walls, element and on the surface of the water. The water may look like it has white coloured pieces of plastic
floating on the surface. On traditional kettle elements, scale forms a hard white “crust” which adversely affects performance
and reduces the life of the element. As soon as you notice a film forming on the water, or on the interior walls of the kettle,
simply rinse the kettle and wipe it out.

Scale filter
Your kettle is fitted with a scale filter to prevent loose particles of scale being poured into your beverage. This filter is both
removable and washable. The frequency with which you will need to clean any scale deposits from your filter will depend on
the hardness of water in your area and how often you use the kettle.
You should remove and clean the water filter when you notice any deposits being left on the filter or if the pouring efficiency
is impaired.

Removing the scale filter
• Allow the kettle to cool down fully.
• Disconnect the appliance from the mains electrical supply.
• Make sure that your hands are clean and free from soap, etc or anything which might taint the water.
• Empty the kettle and remove the lid. Remove the filter by pushing the catch firmly from inside the kettle, then lift up

(fig. 1).
• Rinse under a tap while brushing with a soft brush (fig. 2).
• Replace the filter sliding it firmly down (fig. 3). 

Descaling
It is vital to clean and descale the kettle and filter regularly in order to maintain it in good working order. Failure to descale
your kettle may invalidate your guarantee.
• It is recommended to use specific (store bought) products for descaling of kettles. 
• When limescale starts to build up on the heating element, buy a suitable descaler and descale your kettle. After descal-

ing, boil with fresh water several times and discard. Clean any descaler off the kettle – it can damage the parts. 
• If the filter requires descaling,  remove the filter and place into the kettle whilst descaling.
• Ensure that the electrical connections are completely dry before using the kettle.



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails true
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts false
  /TransferFunctionInfo /Preserve
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile (None)
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV <>
    /HUN <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
    /ITA <>
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


